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Assembly and operating instructions for pedestal systems with plugin legs
from BÜTEC GmbH in 40822 Mettmann, Germany

This manual does not claim to be complete. 
 

Due to our comprehensive product range, which also includes various custom-made pro-
ducts, it is unfortunately not possible for us to offer a prefabricated manual for all our pro-
ducts. If you should miss certain products in this manual, then you find further instructions 

also on our Youtube Channel. Should you require further assistance  
we are also personally available for you.

Also discover 
the video tutorials 

on our 
Youtube Channel.

mailto:kontakt@buetec.com
http://www.buetec.com
https://www.youtube.com/user/buetecgermany
https://www.youtube.com/user/buetecgermany
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General information

You have chosen one of our platform systems Standard, Compact, Eco1 or Flexible. 
 
For your safety and the safety of your guests, we would like to ask you to read these ins-
tallation and operating instructions carefully and to observe our instructions and expla-
nations. 
 
Please keep these instructions in a safe place and ensure that they are checked by a 
competent person before using and commissioning the platform. 
 
Since 1979, BÜTEC GmbH has been a manufacturer of high-quality stage platforms, 
which have proven themselves in the meantime in theatres and opera houses, exhibition 
centres, city halls and in the open air area in continuous use. 
 
During the design of the products, special emphasis was placed on simple and user-
friendly handling, which does not allow any signs of wear even in the toughest of appli-
cations. 
 
All platform systems have been tested by: 
 
TÜV Rheinland LGA Products GmbH 
Am grauen Stein 29 
D-51105 Köln-Poll, Germany 
 
in accordance with § 21 of the Product Safety Act. 
The measures taken to ensure uniform manufacturing quality of the certified products 
were checked and confirmed. 
Systems and superstructures whose dimensions and designs are no longer covered and 
certified by these instructions are delivered with the corresponding statics, design appro-
val or a test book for „temporary structures“.
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Technical features

Dimensions:  
200 cm x 100 cm 
 
Cover plate:  
22 mm beech wood core board for interior use 
water-thinnable BÜTEC acrylic alkyd glaze 
or 
22 mm screen printing plate for outdoor use 
 
Leg intake:  
Square 40 mm to 60 mm 
 
Load assumptions:  
500 Kg/m² with HL 1/20 according to DIN EN 1991-1-1 
500 Kg/m² with HL 1/10 according to DIN EN 13782 
500 Kg/m² with HL 1/6 according to DIN EN 13200-6 
750 Kg/m² with HL 1/10 
 
Safety factor:  
1.70 x traffic load 
 
Test basis:  
EK5/AK1 11-01-2012 
 
Construction height:  
100 cm without stiffeners 
120 cm to 150 cm with bracing 
 
Own weight:  
~ 35 kg with beech wood core board 
or 
~ 42 kg with screen printing plate
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Explanations and safety instructions

The plug-in pedestal systems of BÜTEC GmbH can be used for the construction of sta-
ges and grandstands in different designs. The single pedestal consists of an aluminium 
frame with an inserted, screwed 22 mm thick beech wood block board or a
waterproof screen printing plate for outdoor use.

The frame parts of the rectangular structure are connected by corners with leg fixing cor-
ners, which also serve to accommodate plug-in or telescopic legs. Both plug-in legs and 
telescopic legs with cross-sections from 40 mm to 60 mm or round feet from 48 mm to 
55 mm can be used.
can be used.

When assembling, please ensure that the platform elements are mounted on a firm, 
level surface.

For heights over 100 cm, leg clamps must be used in addition to the platform connection 
clamps to connect the plug-in legs below the frame and in the third points.
Leg clamps are to be used 2-fold to connect 2 legs and leg clamps 4-fold to connect 4 
legs. Depending on the design, additional horizontal and diagonal braces must be ins-
talled. Please note the respective design statics.

If the body height exceeds 20 cm, a fall guard may have to be fitted. The height and 
design of the railing depends on the installation site and type of use in accordance with 
the applicable regulations (e.g. VstättVo, SchulbauR, DIN standards for horizontal struc-
tures, LBO, etc.). Please refer to the point Assembly of stage/stand railings and stair 
railings.

If electrical equipment is used on the stage, equipotential bonding must be provided.

Use only original, certified BÜTEC parts with the
BÜTEC logo on it. Otherwise both the operating permit 
and the warranty claim will expire. After each use, the 
material must be checked for damage and the tight fit of 
all components; defective parts must be replaced immediately.
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Assembly instructions for plug-in and telescopic feet

The pedestals have a so-called
Leg fixing corner with a prism / pressure segment for fixing and locking the platform foot 
systems.

Both, plug-in feet and telescopic feet, are inserted into the leg fastening corner provided 
for this purpose and then tightened hand-tight (~ 24 Nm) with the handwheel.

Before inserting, please make sure that the pressure segment is screwed on far enough 
and that the foot can be inserted without any problems.

It is essential to avoid trapping limbs in the leg fixing corner.
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Connecting the platforms to each other

The platforms are connected to each other via the frame profiles of the stage elements 
by means of platform connection clamps.

The platform connection clamp made of plastic or zinc die-cast has the functionality of 
a screw clamp. The clamp is attached first with one half into the frame profile, then with 
the second.

When both halves of the clamp are inserted and the profile of the the halves are posi-
tively fitted into the frame, please fasten the wing screw hand-tight.
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Connecting the platforms to each other

In order to ensure a neat and secure connection of the platforms, each new platform is 
equipped with two clamps on the long side and two clamps fixed and locked on the short 
side.

Depending on the situation, the assembly should be done row by row.

For heights over 100 cm or step constructions (grandstands), additional leg clamps / foot 
connectors must be installed with which the plug-in or telescopic legs are connected at 
approx. 1/3 of the total height.For the connection of two legs 2-fold clamps are used, for 
the connection of four legs 4-fold clamps. Please note that the screw connections of the 
leg clamps must be tightened to 24 Nm.

If heights of more than 150 cm are to be built up, the corresponding structural design 
applies.

When connecting the individual platforms, please ensure that the height is correct and 
that there are no tripping hazards (>5mm). Please regularly check, that the platform and 
leg connectors are securely fastened and inspect the stage or grandstand for any dama-
ge.
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Connecting the platforms to each other

2-fold clamp

4-fold clamp

legs 50 x 50
frame to frame

legs 55 x 55
frame to frame

legs 60 x 60
frame to frame

legs 50 x 50
frame to leg

legs 55 x 55
frame to leg

legs 60 x 60
frame to leg

1-fold leg clamp 2-fold leg clamp Typ A

2-fold leg clamp Typ A 4-fold leg clamp Typ A
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Assembly of stairs and steps (aluminium)

The BÜTEC Stage Staircase Alu consists of individual steps in the
standard heights 20, 40, 60 and 80 cm.
The steps are made of an aluminium profile, which is also used in our BÜTEC „stan-
dard“ platforms. Depending on the application, the staircase elements are equipped with 
a beech wood core board or a waterproof screen printing board.
The width of the staircase is 100 - 120 cm and it has a step depth of 25 - 30 cm.

When attaching to the stage construction, start with the top step. To do this, first mount 
the supplied suspension brackets using the enclosed hammer-head screws and wing 
nuts with the inner groove channel of the stage platform (make sure that the distance 
between the hook-in latches matches the staircase). Ensure that the above connections 
are still loose in order to allow the hook-in latches to be aligned in the following step.

In the following step hang the topmost stair element with forward facing legs into the 
hook-in latches and connect the enclosed wing head screws of the hook-in latches with 
the groove stones in the frame of the stair element. Tighten all screw connections when 
seated correctly (~ 24 Nm). Pay particular attention to the correct seating of the ham-
mer-head screw in the stage platform.

Now you can connect the remaining step elements one after the other and with the res-
pective higher step according to the same principle.

hook-in latch

forward facing legs
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Assembly of stairs and steps (steel)

The BÜTEC stage staircase / box staircase steel consists of individual steps in the stan-
dard heights 20, 40, 60 and 80 cm.

Alternatively, a theatre pitch of 16 2/3 cm can be selected.
The steps are made of an epoxied tubular steel frame, which is designed as a welded 
structure.

Depending on the application, the staircase elements are equipped with a beech wood 
core board or a waterproof screen printing board. The width of the stairs is 100 - 120 cm 
and has a depth of 30 cm.

Depending on your requirements, you can assemble the desired stair treads to match 
your mobile stage or grandstand at the required height and screw them together. Please 
make sure that the screw connections (~ 24 Nm) and an orderly connection of the indivi-
dual segments to each other.

Now push the assembled staircase to the desired position of the stage or grandstand.
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Assembly of stairs and steps (steel)

Connect the last step to the stage pedestal using the supplied aluminium connector.

To do this, insert the 8 mm hammer-head screw into the internal groove of the stage 
element and turn it 90 degrees.

Now slide the aluminium flat material over the thread, place the washer on it and lightly 
screw the holder over the wing nut to the platform.

Now move the not yet fully tightened bracket to the desired position in the frame so that 
the holes on the opposite side of the bracket are aligned with the holes in the stairs.

Now push the screw (M8 x 75) through the aluminium connector and the stair step and 
screw both components tightly together (~ 24 Nm). Now also tighten the wing nut of 
the bracket to the frame (~ 24 Nm). After the first bracket has been mounted, insert the 
second bracket in the same way.

aluminum connector
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Assembly of stair railings

A handrail / stair railing is inserted into the stair steps depending on the design. inserted 
from above or screwed to the side.

It should be on all free sides that are not facing the audience, the defences can be 
mounted.

Due to the different types of railings, you will receive a separate assembly instructions 
for each of our models.

Please observe the applicable regulations in which the design for the respective applica-
tion (VstättVo, SchulbauR, DIN standards for buildings, LBO) is regulated.
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Assembly of stage, grandstand and stair railings (compact)

The railing is screwed to or onto the compact corner using foot plates.

Guardrails should be mounted on all free sides not facing the audience.

Please be sure to observe the regulations applicable to you in each case, which regula-
te the design for the respective use (VstättVo, SchulbauR, DIN standards for temporary 
structures, LBO).

screwed from above laterally screwed

Attachment to compact system
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Assembly of ramps

1. Tighten ramp hinge

2. Screw the ramp hinge to the 
pedestal using the clamp brackets.

Hinge connected to pedestal 
(view from below)

The tube is pushed into the bracket at the end 
and has to be secured.

3. According to the principle shown above
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Assembly instructions: Wood panelling*

*The instructions above show the installation of the wood panelling in the „frame visible“ version 
and fixed in place with a hammer-head screw in the inner groove channel.

Insert the fairing holder with the 
Hammer-head screw into the inner groove chan-

nel of the profile frame.

Twist the hammer-head bolt in the 
groove channel and pull out the 

Fixing nut.

Fasten the platform fairing to the fairing brackets 
using the enclosed hexagon socket screws.

If necessary, correct the fit of the fairing brackets 
and check the tightness of the screw connec-

tions. Done!

1 2

3 4

Assembly of wooden panelling
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Storage, cleaning and safety instructions

The platforms and accessories should be stored in a clean, dry place.

In order to ensure speedy assembly, it is recommended that the
platform elements with the cover plate pointing downwards. Legs and braces find their 
place in the insides of two stacked elements.

The elements can optionally be stored on pallets or transport trolleys. When moving the 
pallets or trolleys, make sure that the lifting devices are suitable and secure the plat-
forms against falling with appropriate belts.

The platforms with a waterproof screen printing surface can be cleaned with a damp 
cloth. The rough surface makes it advisable to use a lint-free cloth.

Untreated and open-pored glazed surfaces may only be cleaned dry.

Please do not use cleaning agents!

Regular inspection by a competent person must be guaranteed.

Damaged parts must be replaced with original parts before rebuilding.

We wish you a lot of pleasure and successful events with our product.

For further inquiries or technical assistance we are at your service at any time.

Yours sincerely

BÜTEC GmbH
Industriestrasse 41
D-40822 Mettmann





BÜTEC
Gesellschaft für bühnentechnische 
Einrichtungen mbH
Industriestraße 41
40822 Mettmann

Tel.: +49(0)2104-9501-0
Fax: +49(0)2104-9501-30
kontakt@buetec.com
www.buetec.com

Price/
piece (€)Article no. Designation

O10068
O10067

Profile frame „BÜTEC Standard“, 22 mm, 1 m long without anodizing
with anodizing

25,00
28,70

O10070
O10069

Profile frame „BÜTEC Standard“, 22 mm, 2 m long without anodizing
with anodizing

49,90
57,30

O10056
O10057

Cover plate for platform 2 x 1 m
Attention: colour deviation to the original

beechwood core board
waterproof textured coated 
board

73,20
150,00

O10064 Inside angle for stage pedestal 3,80
O10239 Wing tee screw for cover plates 0,25
O10075 Connecting angle PVC grey 2,00
O10065
O10132
O10028
O10055
O10002

Compact corners for standard profile complete
Hexagon head screw M10 x 35
Washer large for M10
Countersunk screw with hexagon socket M8 x 50
Spring washer D10

26,50
1,20
0,80
0,80
0,60

O10102
O10100
O10098
O10374
O10375
O10073
O10095
O10016
O10010
O10027
O10093

Leg fixing corner alu complete up to 10/95
Leg fixing corner alu 10/95
Fixing knob with M8 x 55
Fixing knob without screw, upper part
Fixing knob without screw, lower part
Hexagon head screw M8 x 55
Contact angle aluminium
Hexagon head screw M8 x 18
Sliding and mounting block M8
Washer for M8
Cover cap PVC

Leg 45-55 mm square 23,40
8,30
4,10
1,20
1,70
1,80
4,20
0,50
2,80
0,40
4,20

O10099
O10101
O10098
O10374
O10375
O10073
O10096
O10016
O10010
O10027
O10094

Leg fixing corner complete after 11/95
Leg fixing corner zinc die-cast 11/95
Fixing knob with M8 x 55
Fixing knob without screw, upper part
Fixing knob without screw, lower part
Hexagon head screw M8 x 55
Contact angle zinc die casting
Hexagon head screw M8 x 18
Sliding and mounting block M8
Washer for M8
Cover cap PVC

Leg 45-55 mm

blue

28,70
17,20
4,10
1,20
1,70
1,80
3,50
0,50
2,80
0,40
2,80

O10101-
kompakt

Leg fastening corner for compact system -
Zinc die casting after 11/95

Leg 45-55 mm 18,30

O10099-
kompakt

Leg fastening corner for compact system -
Zinc die casting complete after 11/95

Leg 45-55 mm 30,30

Spare Parts List  State 11/18
Plug-in Leg Pedestals / Compact Pedestals
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Price/
piece (€)Article no. Designation

O10290
O10372
O10426
O10526
O10567
O10572
O10412
O10016
O10557
O10010
O10027
O10340

Leg fixing corner large complete
Leg fixing corner zinc die-cast large
Mounting knob M10 x 65
Fixing knob without screw, upper part
Fixing knob without screw, lower part
Hexagon head screw M10 x 65
Contact angle aluminium
Hexagon head screw M8 x 18
Sliding and mounting block M10
Sliding and mounting block M8
Washer for M8
Cover cap PVC

Leg 40-60 mm

(35 x 25 x 10 mm)
(30 x 20 x 8 mm)

blue

31,80
19,80
4,00
1,20
1,70
1,90
4,20
0,50
2,80
2,80
0,40
3,10

O10102-
kompakt

Leg fastening corner for compact system -
Zinc die casting large

Leg 40-60 mm 20,80

O10413-
kompakt

Leg fastening corner for compact system -
Zinc die casting large complete

Leg 40-60 mm 31,80

O10257
O10258
O10259

Plug-in and telescopic legs Outer casing 55 x 55 mm
14,60
18,10
21,50

Telescopic leg 
upper part                      

40 - 60 cm                                                          
50 - 80 cm                                                     
60 - 100 cm

O10260
O10261
O10262

Telescopic leg 
lower part     

40 - 60 cm                                                  
50 - 80 cm
60 - 100 cm

Multi-groove profile 
50 x 50 mm

17,50
21,80
26,00

(weitere Längen auf Anfrage)

4700-123
4700-023

Rubber foot for telescopic leg 50 x 50 mm, blue
50 x 50 mm, grey

7,20
7,50

O10097
O10010
O10014
O10027

Fixing knob with M8 x 16
Sliding and mounting block M8
Hexagon head screw M8 x 16
Washer for M8

3,90
2,80
0,50
0,40

O10060 Foot cap PVC for aluminium tube 50/50/2 mm, square 1,70
O10296 Foot cap PVC for aluminium tube 60/60/4 mm, square 2,60

4700-005
4700-007
4700-010
4700-006
4700-009
4700-008

Leg clamp - connection of 2 plug-in legs 18,50
18,50
18,10
18,50
18,50
18,50

Version A
Version A
Version B
Version C
Version D

Plug-in leg 50/50 mm
Plug-in leg Ø 48 mm 
Plug-in leg 50/50 mm
Tele. leg 55/55 mm
Tele. leg 55/55 mm

frame to frame
frame to frame
frame to leg
frame to frame
frame to leg

O10072
O10027
O10003

Locking screw M8 x 80
Washer for M8
Wing nut M8

1,70
0,40
1,20

Spare Parts List  State 11/18
Plug-in Leg Pedestals / Compact Pedestals
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Price/
piece (€)Article no. Designation

4700-011
4700-013
4700-012
4700-015
4700-014

Leg clamp - connection of 4 plug-in legs 25,50
25,50
25,50
25,50
25,50

Version A
Version B
Version C
Version D

Plug-in leg 50/50 mm
Plug-in leg 50/50 mm
Tele. leg 55/55 mm
Tele. leg 55/55 mm

frame to frame
frame to leg
frame to frame
frame to leg

O10299
O10072
O10003

Hexagon head screw M 8 x 210
Locking screw M8 x 80
Wing nut M8

4-fold
2-fold

4,10
1,70
1,20

4700-001
O10021
O10054
O10029
O10005

Connecting clamp PVC, complete
Hexagon head screw M12 x 110
Connecting clamp PVC, half shell
Washer for M12
Wing nut M12

14,90
2,30
6,20
0,70
1,50

4700-002
O10021
O10222
O10029
O10005

Connection clamp zinc die-cast, complete
Hexagon head screw M12 x 110
Connection clamp zinc die-cast, half shell
Washer for M12
Wing nut M12

19,50
2,30

10,00
0,70
1,50

Spare Parts List  State 11/18
Plug-in Leg Pedestals / Compact Pedestals


